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THE $§KODA W ORKS, inclosecollaboration with prominent world’s concerns,
have been building industrial plants for the treatment of mineral oils for quite
a number of years past.

The invaluable advantages of their own iron-works and construction material,
supported by the manufacturing capacity of their workshops, have placed the
Skoda Works among the most renowned works supplying not only individual
apparatus but also complete plants for the treatment of mineral oils. Experience
and technical progress are closely linked in all the equipments supplied, which
are characterized by high efficiency and economy with a special view to a simple
arran.gement and safety in operation.

The Skoda workshops have at their command all the modern means for welding
thick-walled vessels, complying with the ASTM Boiler Code, equipments for check-
ing welds of the largest thicknesses by means of X-rays, annealing furnaces, Aetc.
The wide range of the manufacturing programme of the Skoda Works in this line
comprises special manufacture of high-pressure seamiess hollow-forged vessels
(reaction chambers), heatingfurnacesfor crude oil, all kinds of storage tanks, special
oil pumps, safety and auxiliary equipments, as well as complete distilling,

cracking, and refining plants, parafin producing plants, auxiliary power plants, etc.
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! Combined atmospheric
and vacuum pipe-still unit

with heaters

The $koda Works deliver either singie-column pipe - still units working alterna-

tely as atmospheric and vacuum or combined (multi-column) units according to
requirements. They can also be fitted with a de-paraffining equipment permitt-

ing treatment of crude oils of whatever composition.
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General view of a “Dubbs* cracking plant
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Inside view of a coking chamber
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Reaction, coking, flashing, and fractionating columns of a **Dubbs‘‘ cracking plant

ihe Skoca Works construct the so-cailed “sefective” system of crack-
g equiprnent sltdimmg opumum cunditions jor the decoimposition

i heavy asdy, winch yreld cracked ga-obine of a high octane number.
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Electric welding of coking chamber for a “Dubbs”

plant in the Skoda workshops (thickness of walls 115 in.)

e

View of a “Dubbs” plant with a pumping station at the front

Checking of welds by means of X-ray apparatus
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i Seoxdis WY arks supoiy ali equipments for the final purific :rion and refinement of

:ined in treating cruae odis ny the distiiling or cra king process (e g, Gray

et by means o suipouyric acid, sweeteni g, adding of so-cailed
tabaniiary et Sterage (anks eauinned with all necessary <afety devices are buiir
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Equipment for continuous refining of cracked gasoline
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Welded fractionating column for a pipe-still
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#Heater and coking chamber of a “Dubbs* plant

4
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Combined pipe-still unit during erection

Heaters for a combined pipe-still unit
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Control instrument board

of a pipe-still

Hot oil high-pressure
pump in a cracking

plant*’

Hot oil high-pressure

pumps in a cracking piant

00050002-4



Group of oil pumps in a cracking plant

The Skoda Works manufacture all kinds of reciprocating and rotating pumps of approved
designs provided with special fittings for all sorts of liquids used in the oil industry; namely high-

pressure pumps of special design for heavy and light hot oil intended for cracking equipments.
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Heleasing Boxas

A revolution in turning has been caused by the invention of Automatic Feed
Releasing Boxes first used on the Skoda Sliding Surfacing and Screw Gutting
Lathes type SUR which are already known by their great power capacity

and first class performance.

The Automatic Feed Releasing Boxes may raise considerably the efficiency of various machines. They can

be attached also in addition to all SUR-Lathes already supplied by Skoda Works.

The efficiency of the lathes is raised by 1009 and even more.

The accuracy limits of hundredths mm may be easily kept.

The duplicate pieces manufactured in repetition work are more accurate compared with those
machined in normal way as well as regarding comparision of one to the other.

Accurate turning and feed releasing without measuring.

Accurate measuring of longer distances on work piece and keeping of accuracy limits has given
much trouble up to now. The feed releasing boxes make it an easy operation.

Thanks to the feed releasing boxes all machined parcs are very accurate so that the usual
additional works at final mounting are superfluous.

The feed is released smoothly because both releasing boxes are actuated by the releasing
mechanism of the apron which releases by running against a positive stop. however under
comparatively low pressure.

The attachment changes a universal lathe into a production lathe with an automatic relcase
of feed in 1 to 12 adjustable positions.

The attachment is equally advantageous as for turning between centers as for the chuck work.
The non-productive times are considerably reduced which proves especially advantageous
when turning by means of carbide tipped tools.

The feed releasing boxes enable also to an unskilled operator a successful work on the machine.
The attachment further enables — when machining large work pieces — one turner to work
simultaneously on 2 lathes. Inspite of it this work is not so tiresome for him as the work on
only one machine without feed releasing boxes. (The efficiency is raised in this way by about
3009%.)

The feed releasing boxes memorize the measured distances and attend the work. relieving
thus considerably the operator in his work.

Any of the 12 stops for automatic release of the longitudinal or cross feed may be quickly
adjusted so that the use of thz attachment is economical also in case of machining the very

complicated and accurate work and this even when turning just only one piece.
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HOW THE FEED HAS BEEN RELEASED TILL NOW.

The length limits of the work picce could be measured and kept only with considerable effort. The ope-
rator had to hold the gauge above the work lest he should miss the right moment for releasing of the feed.
As a rule he released the feed too soon and then, under a constant control of the work, engaging and disen-
gaging the feed, he went on turning, taking chip after chip, kept on comparing the distance already machined
with that on the gauge until he at last reached the desired length or sometimes also happened to excess it.
The modern machine tools are usually fitted with one stop only. Multiple feed release is produced by
successive inserting of accurately machined bars between the carriage and the stop. This is, however, dis-
advantageous, a special bar being necessary for each distance on the work piece to be machined and, more-
over, there is always the danger of production of waste due to the fact that a false bar may be inserted.
The same disadvantages occur when using the cross feed stops.

For the control of the length and diameter to be turned The Skoda Works supply since 1938 as a special
equipment to Skoda Lathes type SUR special Double Scales with make it possible to read the distance co-
vered by the tool from the zero position adjusted on the scale. This attachment itself cannot, of course,

limit the carriage travel.

HOW THE FEED WILL BE RELEASED FROM NOW!?

No doubt, every expert will see the great advantage of Automatic Feed Releasing Boxes (for longitudinal
and cross feed). The boxes are thoroughly closed units and can be attached as to the new lathes as to
the already supplied lathes Skoda
SUR 260, SUR 300, SUR 350 and
SUR 400 beginning from machine
No. OB 10742. Each box includes
a group of 12 independent stops,
either for limitting the longitudinal
feed (automatic longitudinal feed
releasing box) or for limitting the
cross feed (automatic cross feed re-
leasing box). On each box there
are two adjustable scales one of
which is fitted with a vernier. On
this scales the operator may read

the distance covered by the tool.

A, longitudinal feed fine scale,

B, longitudinal feed total scale,

C, index dial for the choice of longitudinal
feed stop,

D, index dial for the choice at setting up,

A, cross feed fine scale,

B, cross feed total scale,

C, index dial for the choice of cross feed stop.
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The first scale A given the hundredths of mm, the second scale B gives the total distance covered by the
rool. The stops are to be adjusted according to the scales A, B, or A, B,, respectively, and not perhaps
according to the work piece. This means that already the first work piece will be machined accurately
within the accuracy limits, so that it is advantageous to apply the releasing boxes even when machining one
piece only. Both boxes are rendering a thoroughly reliable work and are quite safe in operation. At any
moment the feed can be reliably released accurately in the beforehand adjusted place wherever it may
be within the compass of longitudinal turning or facing. The adjustment of the stops proceeds in a simple
way and takes less time than to measure the work piece (all 12 pairs of stops may be adjusted in about
15 minutes).

The accuracy limits are kept better than it was possible in the normal way: The cross stops are releasing
the feed with - 0,01 mm accuracy limit, the longitudinal stops with - 0,02 mm accuracy limit between
the individual stops and both boxes with ~ 0,01 mm accuracy limit regarding the comparision of one work
niece to the other.

The choice of the individual stop, which has to functionate at the actually nearest release of the feed in
question is carried through by turning the upper index dial C, or C,, respectively, upon the number 1 to 12
corresponding with the same number marked on the stop. The purpose of this is to gain the control, be-
cause the stops are to be adjusted in such a way that the number of the respective stop for limitting a certain
diameter on the work piece shall correspond always with the number of longitudinal stop which shall have
to limit the length of turning referring to the just adjusted diameter.

SKODAWOKKS, HEADOFI'ICE PRAGUE, CZECHOSLOVAKIA




MAIN DIMENSIONS:

Capacities: Max. diameter held:
forbarwork . . . . . . . . . o o oo
for chuck work . . . . . . . . .o

*) for works where few tools are needed

Bulletin No. 4@8X 1 A

metric english

58 mm

2.4/4"
170 —290* mm 6.11/16-11.7/16"*

Max. swing over bed (without chasing device) 550 mm 21.5/8"
Turret head: Number x boring of tool holes . . . . . . .. 7 %30 mm 7x1.3/116"
7x45 mm 7 x1.3/4"
(long hole, combined) 2x50 mm 22"
Max. travel of turret . . . . . . . . . ... 610 mm 24"
Spindle speeds: 70 speeds (forward and backward) divided in 7 speed
bands adjustable by means of change gears supplied
as standard equipment:
l. speed band (10 speeds) . . . . . . . r.p. m 18— 400
Il. speed band (10 speeds) . . . . . . . r.p. m 22— 500
lll. speed band (10 speeds) . . . . . . . r.p. m. 28— 630
IV. speed band (10 speeds) . . . . . . . r.p. m. 35— 800
V. speed band (10 speeds) . . . . . . . r.p. m 45—1000
VI. speed band (10 speeds) . . . . . . . r.p. m 56 —1250
VII. speed band (10 speeds) . . . . . . . r.p. m 71—1600
Feeds: 9 longitudinal feeds . . . . . . . . .. 0,056 —0,90 mm/rev. .002—.036 in/rev.
Qfacingfeeds . . . . . . . . ... 0,028 —0,45 mm/rev. .001 —.018 in/rev.
Driving motor (3-pole reversible):
Nominal rating . . . . . . . . .« . . .. kW 10,5—7—4,3
Floor spacerequired . . . . . . . . . . . . ..o 3400 x1010mm 11727 x 3'4"
Weight of the machine with standard equipment . . . . . . . . . . . 2600 kg 5730 1b
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The Turret Lathes SKODA R 60 /ave been designed for economic utilization of carbide tipped tools. This,
together with an easy control, as for instance air-operated bar feed and chucking, makes.this machines by 100°, % on an
average more efficient than the formerly built turret lathes Skoda RP 62. The machining times attained with these turre:
lathes only amount to a fraction of the times hitherto customary. Besides their large efficiency these machines are very

accurate and safe in operation.

Slandurd equipmenl (supplied with the machine and included in its price):

Electric drive equipment (3 step reversible motor and cooling pump motor together with operating and protection
swirches). State voltage and sort of current when placing the order.

Coolant equipment (electrically driven centrifugal pump with piping).

Air cylinder with supports, air control-cock and pipeline inside the machine (for compressed air of 5—6 arm.).
Change gears for adjustment of the required speed band (5 pairs for R 60).

3 facing stops (I central and 2 lateral).

3 guards (I against splash and 2 against chips).

1 set machine wrenches and spanners.

6 operating charts attached to the machine.

Operator’s handbook (covering instructions for erection, operation and maintanance).

Exiras (supplied on explicite order at an extra charge):

I Air chuck for bar work (incl. I - jaws *71058).
I Air chuck for insertion work (incl. 1 - jaws *77300).
I Air-operated 3-jaw chuck (incl. 3~ jaws 78163, further 3~ 78263 and 3 - 79163).
IV Air-operated 2-jaw chuck (incl. 2 < jaws 81063).
V Air control valve with pressure gauge (necessary only when machining 1hin-walled work).
V1 Pneumatic stock feed attachment (incl. jaws *74658).
VH Compressor for producing compressed air.
VIl Chasing device,
I1X Swinging arm for die heads (on!v in supplement to pos. VIII).
X Plunge cut attachment,
XI Knurling device (supplied as a supplement to pos. X).
XII Longitudinal copying device.
XIIl Transverse copying device,
X1V Longitudinal feed:-stop, drum type.
XV Longitudinal hinged stop.
XVI Further facing stops (see special 100l caralogue).

XVII Further turret head.

Standard sets of tools:

XVIIR Cutting and chucking tools for turret head.
XVIilisa Chucking tools for air chuck | and stock feed attachment Vi.
XVIHISb Chucking tools for air chuck II.
XX Individual chucking and cutting tools (se¢ special tool catralogue).
XXI Electric lamp to the machine.

XXII Tooling method for the desired type of work (will be drawn up on account of the filled out questionnaire which

kindly apply for).
*) If not otherwise desired.

Dimensions, weights and illustrations are not binding in details.
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4 Bulletin No, 435X1A

MAIN DIMENSIONS:

Capacities: Max. diameter held: metric ~ english
forbarwork . . . . . . ... 34 mm 1.5/16”
for chuckwork . . . . . ..o 110—180* mm 4.5/16—7.1/16""*
*) for works where few tools are needed .
Max. swing over bed (without chasing device) . . 360 mm 14.3/16"
Turret head: Number x boring of tool holes . . . . . . . . 7 x20 mm 7 x3/4"
7x30 mm 7 x1.3/16”
(long hole, combined) 2x35 mm 2x1.3/8"
Max. travel of turret . . . . . . . . . ... 410 mm 16.1/8”
Spindie speeds: 50 speeds (forward and backward) divided in 5 speed

bands adjustable by means of change gears supplied
as standard equipment:

I. speed band (10 speeds) . . . . . . . r.p. m. 56 —1250
I. speed band (10 speeds) . . . . . . . r.p. m 71—1600
I, speed band (10 speeds) . . . . . . . r. p. m. 90—2000
IV. speed band (10 speeds) . . . . . . . r. p. m. 125—2500
V. speed band (10 speeds) . . . . . . . r. p. m. 140—3150
Feeds: 6 longitudinal feeds . . . . . . . . . .. 0,056 —0,56 mm/rev. .002—.02 in/rev.
6facingfeeds . . . . . . . .. .. ... 0,028 —0,28 mm/rev. .001—.01 in/rev.
Driving motor (3-pole reversible):
Nominal rating . . . . . . . . . . .. .. kW 55—4—2,6
Floor spacerequired . . . . . . . . . . .. .. ... ..., 2550 850 mm 8’4" X 2'91,"”
Weight of the machine with standard equipment . . . . . . . . . .. 1300 kg 2860 2b
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The Turret Lathes SKODA R 36 /uve been designed for economic utilization of carbide tipped tools. This,
together with an easy control, as for instance air-operated bar feed and chucking, makes this machines by 100%, on an
average more efficient than the formerly built turret lathes Skoda RP 36. The machining times attained with these turrct
lathes only amount to a fraction of the times hitherto customary. Besides their large efficiency these machines are very

accurate and safe in operation.

Standard equipmenl (supplied with the machine and included in its price):

Electric drive equipment (3 step reversible motor atd cooling pump mwtor together with operating and protection
switches). State voltage and sort of current when placing the order.

Coolant equipment (electrically driven centrifugal pump with piping).

Air cylinder with supports, air control-cock and pipeline inside the machine (for compressed air of 5—6 atm. .
Change gears for adjustment of the required speed band (3 pairs for R 36).

3 facing stops (I central and 2 lareral).

3 guards (I against splash ani 2 against chips).

1 set machine wrenches and spanners.

& operating charts attached to the machine.

Operator’s handbook (covering instructions for crection, operation and maintanance).

E’xlras (supplied on explicite order at an extra charge):

{ Air chuck for bar work (incl. 1 < jaws *71134).
tt Air chuck for insertion work (incl. 1+ jaws *77160).
HI Air-operated 3-jaw chuck (incl. 3 - jaws 78102. further 3.~ 78202 and 3 - 79102).
1V Air-operated 2-jaw chuck (in. 2 - jaws 81002).
V Air control valve with pressure gauge (necessary onlv when machining hin-walled work).
VI Pneumatic stock feed attachment (incl. jaws *74134).
VIl Compressor for producing compressed air,
VYIII Chasing device,
IX Swinging arm for die heads (oulv in supplement to pos. VIII).
X Plunge cut attachment,
XI Knurling-device (supplied as a supplement to pos. X).
X1l Longitudinal copying device,
XIill Transverse copying device,
XIV Longitudinal feed stop, drum type,
XV Longitudinal hinged stop.
XVI Further facing stops (see special tsol caralogue).

XVI1I Further turret head.

Standard sets of tools:

XVIIIR Cutting and chucking tools for turret head.
XVUHISa Chucking tools for air chuck | and stock feed attachment VI,
XVIISb Chucking tools for air chuck I,
XX Individual chucking and cutting tools (see special ool caralogue).
X X1 Electric lamp to the machine,
XXil Tooling method for the desired type of work (will be drasvn up on account of the filled our questionnaire which

zndly apply for).
*) If not otherwise desired.

Dimensions, weights ana tllustrations are not binding in details.
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4 gulietin No. 460,089

MAIN DIMENSIONS

metric english
Capacities: Height of centersoverbed . . . . . . . . ... .. .. 350 mm 13.13/16”
Swing over bed:
up to 300 mm (11.13/16”) distance from spindle nose . . 830 mm 32.11/16”
over this distance . . . . . . . . . .. . ... ... 740 mm 29.1/8”
Swing over saddle: without rear tool post . . . . . . . . 440 mm 17.5/16”
with rear toolpost . . . . . . . .. 310 mm 12.3/16"
Face plate 720 mm (28.3/8") dia., chucking & . . . . . . . 75—665mm 2.15/16"-26.3/16"
Max. tool profile. . . . . . . . . . .. ..o 40 x40 mm 1.9/16" x1.9/16”
Spindle: Hole through spindle . . . . . . . . .. ... .... 50 mm 2
Taperinspindle . . . . . . . ... .. metr. 70
Taper in reducing sleeve . . . . . . . . . .. Morse No. 5
Numberofspeeds . . . . . . . . . . ... ... ... 32
Speed range: forward-normal . . . . . . . . .. r.p.m 7,4—950
on request (extra charge) . r.p.m. 5,7—740
FEVEFSE . .+ &« « v e e e e e e 1,25 X forw. motion
Normal feed: 88 longitudinal feeds in the rangeof . . . . . . . 0,01 —2,5 mm/rev. .004—.1 in. rev.
88 cross feeds intherangeof . . . . . . . . . .. ... 0,45 x longit. feed
Threads: 110 metric threads in the rangeof . . . . . . . . . mm 0,2—-120
99 Whitworth threads in the rangeof . . . . . . . t. p. i. 1/4—120
88 module threads . . . . . . . . . . . ... Module 0,125—-30
77 threads Diametral Pitch . . . . . . . . . threads 1" 1.7/8—64
99 threads Circular Pitch . . . . . . . . ... .. .. in 1,128 —3,34
Lead screwpitch . . . . . . . . . ... .. ... .00 12 mm 1/2”
Taper turning attachment: Max. length of taper . . . . . . . . . . .. 700 mm 27.9/16”
Max. angle adjustable on eachside . . . . . . . . . . .. 100
Copying attachment: Max. length of guiding template (edge) . . . . . . . 700 mm 27.9/16"”
Max. Cross traverse . . . . .« « « « v a4 e e e ..o 100 mm 4"
Radius of follower-roller . . . . . . . . . . .. . ... 35 mm 1.3/8”
Motor output (normal) . . . . . . . . ..o kW 6or16
“Floor space required at 1500 mm (4-11”) turning length. . . . . . . . . 3,7%1,55m 122" x 51"

SLIDING, SURFECING &N R AT YL T "
sannw ct;"r"rn:ql.nrunrs? SKQBK QUR350
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The Lathes SKODA-SUR 350 are especially suitable for economic turning by means of carbide tipped tools.
They are very efficient machines, meeting all up-to-date demands, safe in operation and retaining lasting accuracy. The
machines are provided with adequate high speeds for an economic utilisation of carbide tipped tools as well as with low
speeds which are necessary for thread cutting with high speed tools. The motor output is very high in order to enable an
economic performance of heavy cuts at roughing.

The lathes are usually manufactured with following distance between centers:

mm | 1500 2000 | 2500 | 3000 4000 5000 | 6000 7000 8000
ft&in 4117 | 67" | 82 910~ 1327 1657 | 198" 23 26'3
weights kg | 5000 5300 ' 5600 ' 5900 6200 | 6500 | 6800 ' 7100 | 7400

Ibs - 11000 | 11700 f 12400 13000 13700 | 14400 15000 15600 . 16300

Standard equipmenl (supplied with the machine and included in its price):

Electric drive equipment (2 motors, electrical control panel mounted in a detached box, controlling switch).
State voltage and sort of current when placing the order.

Coolant equipment.

forced feed lubricating system.

Square turret tool post.

15 change gears (for cutting uncommon threads).

Crank and pinion for displacing the tailstock along the vees.

Four-jaw face plate.

Arbor for mounting the face plate on the spindle nose.

Driver plate.

Center sleeve for the main spindle (taper metr. 70, Morse 5).

Dead center for the main spindle.

Live center for the tailstock sleeve.

2 longitudinal stops for limitting the carriage travel.

Supporting brackets of the fead screw and feed shaft (for machines with turning length from 3000 mm — 910" on).

Set of machine wrenches.

Speed chart, feed chart, thread chart and service charts (fixed on the machine).

Operator’s handbook.

Exiras (supplied on explicite order at an extra charge):

I Rear tool post,
1l Small steady rest (for 7 25—250 mm, 1’ —9.7,8").
1 Large steady rest (for (J 250 —470 mm, 9.7/8° —18.12"),
{V Follow rest (for (5 20200 mm, 13/16 ' —7.7.8").
VY Taper turning attachment.
VY1 Copying attachment,

VH Parts completing pos. V to enable also copying.

VIl Parts completing pos. VI to enable also taper turning.

1X Double scale for the longitudinal feed.

X Double scale for the cross feed.

XI Lever-actuated tailstock sleeve.

XII Thread cutting indicator,

X1l Box releasing the longitudinal feed.

X1V Box releasing the cross feed.

XYV Spring-actuated tailstock sleeve (to compensate the work piece elongation at elevated temperature).
XVI Magnetic oil filter (to be attached on the oil circuit).
XVIl Speed calculator,

XVIiIl Electric lamp.
XIX Air chuck (with air cylinder and armature for 6 atm.).

Special attachments to lathes SUR 350 will be designed and Dimensions and weights are not binding in

offered on request. details.
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For quite a number of years the Skoda Works
have been suppliers of industries producing
synthetic ammonia and nitrogen compounds.
The Skoda Works deliver complete industri-
al plants as well as individual apparatus and
their parts to this industrial branch. Specially
the question of the manufacture of gas com-
pounds necessary for obtaining hydrogen for

“synthetic purposes has been closely followed.

g

Two high-pressure five-stage compressors, pressure 3,000 Ib./sq. in. (200 at.), output abt. 115,000 cu. ft./h. (3,300 m?/h.) each;
four low-pressure compressors, pressure 100 Ib./sq.in. (7 at.) abt. 600,000 cu.ft./h. (17,000 m3/h.) each. Driven by coke-gas engines.
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200

Four compressors for N 4 H;, output abt. 50,000 cu. ft.'h. (1 ,400 m3/h.), each, and ogg
for abt. 175,000 cu. fe./h. (5,000 m2h.). Pressure abt. 14,200 Ib./sq. in. (1,000 2.
Q

These high-pressure compressors for gas mixture, pressure °
aga@_c.,,,un.m:;wg at.), output 195,000 cu.ft.’h. (5,500 m¥h.). Dr“
k- , )
g , 2
k-]

o | y g
S Their manufacturing programme comprises high-pressure pumps, appa- The following companies rank amongthe most prominent clients of the Skoda °
< o
o

<

ratus made of special acid-resisting steel, all kinds of electric equipments Works in the line of high-pressure synthesis: the Kiihimann concern Paris with

and electric motors for compressor drive up to the highest capacities. its affiliated companies at La Madeleine, Lille, Chocques, Billy Montigny,

Besides they construct all kinds of driving motors which may practically Selzeate, Tilleur; Societé Mosellane Merlebach, Ammonia Casale S. A.Roma,

come into consideration in this industrial line, e. g. steam turbines i Staatsmijnen Limburg-Heerlen, Bohemian Synthetic Compound Works at

and special turbines driven by nitrogenous gases, gas engines driven by Moravska Ostrava, United Chemical & Metallurgical Works Ltd. Prague,

waste gases, steam engines, Diesel engines, etc,, etc. The Skoda Works are “Synthesia” Chemical Works Semtin Bohemia, Polish State Nitrogen

equipped with all the apparatus necessary for carrying out tests of high- Works at Chorzéw and Moscice, Chimimport and Maschinoimport Moscow,

pressure bodies, including X-ray tests of welds of the largest thicknesses. Societa Construzioni A. Brambilla Milano, Sumito Chemical Works Osaka.
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SYNTHETIC
MMONIR

SKODAWORKS LTD.,PLZEN;

HEAD OFFICE PRAGUE,BOHEMIA
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Rough-forged high-pressure
vessel. Weight 50 tons.

High-pressure vessel for synthetic ammonia production
forged of open-hearth steel. Working pressure 1,700
Ib./sq. in. (120 at.).
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Seven-stage N~ H, gas mixture super-compressor for ammonia synthesis. Cutput abt.
173900 cu. fr.'h. (5,000 m? h.}, pressure abt. 14,200 Ib. sq. in. (1.000 at.).

<enaci Body for ammoma synches s warkng sressire about 4200 ib sq 0 300 ar )

»al wight 95 tons.
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Station of gas generators.

Two-telescope gasholder for about 700,000 cu. ft.
(20,000 m?) with a water tank.

Station of benzol gas washers. Washing capacity
about 900,000 cu. ft./h. (25,000 m?/h.).
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Dans les ateliers des Etablissements Skoda
il y a un grand nombre de fours de tous
les types, construits pour des buts divers.
Ce sont des fours Skoda, construits a la
‘ base d’une expérience acquise au cours
de longues années.
Dans l'industrie métallurgique et dans
bien d'autres branches industrielles le
traitement thermique comme la fusion,
le réchauffage, la recuite, la trempe,
Padoucissement, I'émaillage et le séchage
forme une partie importante de la fabri-
cation et exerce une grande influence sur
la qualité et le prix des produits d'autres
sections de fabrication.
A Un réchauffage irrégulier ou le brulage
causent des rebuts et la perte du travail
précédent.

Pour atteindre la meilleure qualité des

produits & un colt le plus bas possible il

3 _ est important de choisir le type et la con-
struction les plus convenables du four et
les meilleurs sources et modes de chauf-

! fage. Tours ces facteurs ont une influence

! décisive sur le résultat final de la fabri-

) cation, c'est 4 dire sur le volume de la
production et sur la qualité et le prix

de revient.
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CHAUFFAGE

Les Etablissements Skoda construisent des fours pour tous
les systémes de chauffage, comme 2 charbon pulvérisé,
a gaz divers (gaz d’éclairage, gaz i eau, gaz de générateur
brut ou épuré) ainsi qu’a gaz sous pression.

En plus de cela les Etablissements Skoda construisent des
fours chauffés aux combustibles liquides comme naphte,
huile, goudron, mazout, déchets divers de distillation
d’huiles et des fours a brileurs spéciaux a goudron, ma-
zout etc,

Fours électriques 4 résistance et a induction pour toutes
les branches d’industrie,

Notre service technique considére comme son devoir de
fajre examiner sur place les conditions de service par ses
spécialistes. Il conseille le client et met 4 sa disposition son
expérience pour le choix du type, des dimensions et du
systéme de chauffage, afin que le four satisfasse aux besoins
de P’atelier en question,

Nous saluons la collaboration étroite des techniciens du
client avec nos spécialistes et considérons indispensable
que les intéressés remplissent exactement le question-
naire ci-inclus en y ajoutant éventuellement leurs re-
marques.

Nos bureaux d'études ne suivent pas seulement les
résultats obtenus dans nosservices, ateliers et laboratoires,
mais s'intéressent aussi aux établissements étrangers.
De cette maniére ils recueillent une grande expérience et
des connaissances nouvelles applicables dans la technique
thermique moderne.

De cette fagon on est arrivé a un haut degré de perfection
technique de nombreux fours de types divers qui satisfont
a toutes les exigences d’un service sGr et parfait et garan-
tissent une utilisation économique des combustibles, un
nettoyage facile et la possibilité d’accés a tous les organes.
On a fourni un grand nombre de fours a I'étranger ci ils
travaillent a I’entjére satisfaction de la clientéle et souvent
dans des conditions trés dures. .

Diagramme des températures dans je four

I
!

a brileurs & injection sous haute pression

11100

Uil

%0

590

9

T

20. 40
2

20

Cours de la formation du mélange de gaz et d’air dans la téce
du brileur a injection pendant le réglage de sa puissance
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STATIONARY FOUR-STROKE
DIESEL ENGINES Type S

Type S according Lo cylinder bore in m/m.

TYPE S 220 275 310 350 425 5256

No. of Cylinders 3,4,6,8 4,6,8

Rated Speed RPM 600 | 500 | 428 | 375 | 300 | 250

Rated Cylinder output
corresponding to the above speed, | 40 | 65 | 80 | 100 150 [ 225
in BIID

General description of engine

The running gear of Skoda Diesel engines is fully enclosed (oil-

tight and dust-proof) by a box-shaped housing, consisting of
crankease and bedplate. The erankcase is provided with large
openings, closed by easily removable covers, giving access to
the erank-mechanism. The upper part of the crankease supports
a camshaft-trough, which, forms an o0il bath, and carrics the camsbaft, The camshaft, driven by spurgear
(helical gears) from the er ankshaft is fitted with one exhaust-, one inlet-, one starting air valve- and onc
fuel injection cam per eylinder. The camshafl drive is arranged on the fly-wheel side to prevent transfer
of torsional vibrations to the camshaft. Valves are actuated by means of pushrods and rocker levers. Fuel
injection is effected for each cylinder separately through fuel injection pumps and injection valves with
multi-hole nozzles.

Pressure lubrication is applicd throughout the whole engine, all moving parts heing supplied with a continuous
flow of lubricating oil. The lubricating oil pump (a gear pump) sucks the oil from the sump and delivers it via
oilfilter and lubricating oil cooler (heat exchanger) to the main bearings, big ends, gudgeon pins and camshaft
bearings and from thereback into the engine sump. A separate oil container can be installed outside the engine
to enlarge the oil capacity of the plant. A pressure regulating overllow valve, interposed between oilpump and
bearings permits adjustment of oil pressure and conveys excessive oil back 1o the sump. Watcercooling is em-
ployed, the coolant being supplied either from the watermains or by a pump. Recooling is employed if saffi-
cient quantities of fresh water are not available. The engine is started by compressed air, stored in air receivers
(high-pressure air vessels) recharged by a separate compressor, Crude oil, gas oil, or brown coal tar oil can be

used as fuel.
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Diesel engine 8-S-215, 300 IIP at 600 r. p. m. Billiton- Malaya.

Diesel engine 6-S-270, 375 HP at 500 r. p. m. Czechoslovakia.
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Heesed enaone £=-N-215 050 P ar oot v e m. Poland,

i

Dened engine 0-N-2000 375 WP ar 500 0. pooae Holland.
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Diesel engine 4-S-215, 150 H P a 600 r. p. m. Mexico.
Diesel engine 6-S-215, 225 P at 600 r. p. m. Malaya.
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SKODA MARINE DIESEL ENGINES TYPE M

s Moaceording to evlind: v bore inow o

e e - e Nt S
TYPE 4 l 220 l 275 310 i 350 425 325
ST - g ! LIS
Neof Cylinders [OFIR Y
A— — }
Biaied Speed RPM 00 128 375 ) 300 | 250 | 226
Rated Cylinder outpu
corcesponding to the abose spe [ [ 333 35 00875 L 125 20e
in BHP

General description of engine

{Hreet reversible Skoda four ~troke Diesel Eagines are ased lor Varine
projulsion and are built in o and 8 evlinder unit-. The rever-ug of
che direction ol tevolution - carried out by wean- of compres~oil sir,
which is also uzed for startysg purposes. These engines are. ace: rding
todlovd’s Register of Shippag. equipped with eoolimg water ane: bilge
prmps (plunger pnmps). oo wir-compressor and a salety gos crior.

Fiie controls of the engine are concentrated on a separate phctlvrm

ot -a the free emd of the eraes Allmain parts conform to thi- rades

srei regulations of Llovds" Hegister of Shipping.

Yorine diesel engines
for the Darubion Narigation

{ ey .
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Diesel engine 8-M-305, 500 HP at 350 r. p. m. Danubian tug. Czechoslovakia.
Diesel engine 6-M-305, 400 HP at 375 r. p. m. Belgrade Jugoslavia.
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fivesed enerne 6-V-2200 200 HP at 500 v poom. Czechoslorakia.

faicine room of a ih.oubian freighter with Nkoda Diesel « ngines
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SKODA HIGH SPEED DIESEL ENGINES TYPE R

Type R according to cylinder bore in m/m.

R | R | R R R | RDK
TYPE | 140 | (60 | 175 | 230 | 310 | 400¥

No. of Cylinders 4+ 8] 12 |4 8|4 8l6-813—-10
Rated speed RPM 4 cyl. 1000 1000 ]900 — | 470
Morc than 4 cyl. 1500 | 1400] 12001 1000| 700 | 470
Rated Cylinder outputs for the above 20 3375|666 300

specds, in BIIP for 4 cyl. units

Yor more than 4 cyl. units 30 |33-3] 40 |66:6) 120 | 300

* The type RDK 400 is a high speed two stroke engine with scavenging
air pump.

General discription of engine

Skoda high speed Diesel engines are fully enclosed, oil and dust-
proof units, employing aluminium alloy pistons, alloy steel con-

necting rods and crankshafts with mainbcarings lined with high

class white metal (tin Base babbit) and big end bearings with

lead-bronze. The free end of the crankshaft carries a torsional

vibration damper,
According to requirements either constant speed governors or variable speed governors can be provided,
with speed adjusting means on the engine or by remote control. Forced lubrication is employed, the engine
being equipped with either one or two lubricating oil pumps (gear pumps) according to the oil cooling sy-
stem used. Oil pressure and temperature gauges are provided, the oil pressure being adjustable by means of
a spring loaded pressure relief valve. Plunger- or centrifugal pumps are uscd to circulate the cooling water.
The engine types R 110, R 140, RV 160 and R 175 can be equipped with either clectric or pneumatic star-
ting. Electric starting is achieved by means of a starter motor, which is fed by accumulator batterics and
recharged by a dynamo, fitted onto the engine. Starting of the types, R 230, R 310 and RDK 400 is carried

out only by means of compressed air.

RANGE OF USE: Skoda high speed Diescl engines are suitable for the propulsion of vehicles (road), locomoti-
ves, rail cars, ships, boats, cranes, excavators, tractors, bulldozers, compressors, centrifugal pumps, Diesel
electric power plants (peak output sets) or automatically controlled electric emergency power plants and emer-
gency pumping stations.

Note: The types R 140, RV 160 and R 175 can be used as marine engines only in connection with reversing

gear boxes, the types R 230, R 310 and RDK 400 are built for this purpose as direct reversible engines.
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Diesel engine 4-R-140, 75 111’
n==1000 r. p. m. for-an emergency
power plant.

Diesel engine 6-R-1140, 170 11P
at 1500 r. p. m. for un emeroency
power plant. ‘
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Diesel engine 12-RV-160, 400 HP at 1400 r. p. m.
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NATIONAL SRODA WORK>S AT PLZEN
HiE1D-0FFICFE PRAG UE-CZECHOSLOVAKIA
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SUGAR

FACTORIES

SKODA WORKS LTD

HEAD OFFICE PRAGUE-CZECHOSLOVAKITA
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As to the treatment of .vugar-Lccl, the Czech sugar factories had attained a lzig/v [/L‘S!'EE q/l)ey-/;zctioxz both
from the technical and the economical point of view.

Sug(zr factories built IJy the Skoda Works were the ffr.vl to introduce new methods invented I;y Caech
enginecrs. In 1863 Jclt’ne]c introduced his saturation process, in 18(;4 Robert introduced J:ﬁ.usz'on, and
1886 Karlik worked with triple saturation. Lexa improvccl evaporation with Jnultiplc L’ﬁ;'ct: the so-called
com]n'm‘rl evaporator lvl.fll steam extraction. T’ze names o/ our otlwl' fnm'nlors, Go”er, Hotlz']c, Mii”er,
Korin, Vinetk and Turc/c, are pcrmanently connected with the llislory of the world’s sugar z'mluslry.

The satfsfnct():y rvesults in this couniry are tlue, /iu of a”, to the intensive and rational cultivation of sugar
lu'et, whick in 1880 had still on[y about 8"/(. of sugar, whereas it now has approxinmlely 190,"0. The
crown of our e.ﬂ;u"!s in tlze lflzc of I‘ESL’(H‘C]I is seen in l]le Susar RL‘SL’{IIC/I Institute in Prague-Sh*eﬁ'om'ce,
which l'ez]uirerl a capita[ of about 1,000.000 U. 8. A. dollars and was opencc{ in 1923.

The growl]z of the sugar ina]uslry would never have reached the ]ug/n z]egrec outlined above ¢/ it were not
backed up I)Y research into the question of sugar nmc/u'nery.

The most up-to—c[are sugar ma/n'ng mac]u'ncry .vupp[fm] [)y the Shoda Works may be seen not on[y in Bo-
]wmfa, Moram'a anzl S[oualcfa, Lut also in Euglam[, Ft'aucc, [ta[y, Spal'n) Portugal, Yugoslavfa,Rou-
mania, USSR, Finland, Iran, Afg/mm’slan, Tur]cey, Lul[a, Java, Siam, China, Brazil, Argentina,
Clxz'le, Peru ana’ t]xe Um'!ezl States of Amez-[ca. For 8o years past t/xe Sl(mla Wor](s /mve Leen
supplying the necessary nmc]n'nery /m sugarfaclrm'vs to Pmctfm”y all parts oy/ the world.

The Skoda Works manufacture all kinds o/ Jilaclzfttet'y _/or sugar facto:'fcs in their own worlm/wps. T/m_y
can oﬂcr Lig]z-eﬂicient laol'lers, steam turl)ines, and accuralely ﬁlfing steel structures toget/wr with
powerful cane-crus];ing mi”s, most lll)-tO-tl{ltl’ (liﬂ;wion [mtterl’ea’, /n'g]zly economical evaporators, qut'c]c—
worlu'ng vacuum pans, and /n'g/x-xpeea’ sel/—t{isc]zmging centri/ugals.

The Skoda Works are one of the _/[rsl engineering firms [milrling complvlc l)ezl-sugar and cane-sugar
factories. In the .\‘p]wrc of the cane-sugar imluslry, the Skoda Works are backed up [)y the latest experience.
Their cleaignx for cane mills are constantly revised and /wpt up—lo—rlale to suit the most modern requirements.
T/n' Slwc[a WOI‘](‘S were also one o/ tlze /iz'st to .\'upply /ully electrl'ft'er.l cane-sugar mf”s.

]‘fw Sliotla Wor]cs arein apos[tt'on to accept complete contracts /or tlxe supp]y of sugarfactort'es, inclucling
all nmc/ainery and [mil:’fng wor]c, and to gtve any technical advice and pr ovide experts/or t/leffrst season.

The /L”ow[ng pages give illustrations of some nf the maclrinm-y supp[fecl lwy the Skoda Works all over
the world.
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Cane Sugar Mill, Tung-Koon (Kwantung).
Daily capacity 1000-1200 ¢,
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1200 t.

Shuntak (Kwantung). Daily capacity 1000-

- ane Sugar Miil,
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CHINA

Cane Sugar Mill Jung-Kee (Kwantung).
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Cane Sugar Mill Am-

ritsar (United Provin-
ces). Daily capacity

8001000 ¢.
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C ne Sugar Mill Camlapat (United Provinces). -
»aily capacity 800 t,
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BRITISH INDIA

T

1

Cane Sugar Mill Gutaya (Central Provinces),
Daily capacity 800 t.
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Amritzar (United
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Daily capacity 800 — 1000 t.

Cane Sugar Mill
Provinces).

'vvﬁdzidltrvdd«dfrridddd‘,"d'v




eﬁOVEd For IReIease 2002/01/11 : CIA-RDP80-00926A001100050002-4

i Supas Mt Harmagar «Bihar Dasle canacity 1200 ¢, i
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Beet Sugar Factory Veramin (Teheran). Daily capacity 500 t.

Beet Sugar Factory Maw-Dacht (Shiras). Daily capacity 500 t.
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‘:gf‘--: Sesar Faciory Miandoab {Tabrisy, {33y canarity 500 ¢
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FGHANISTAN-TURKEY

Beet Sugar Factory Baghlan (Afghanistan). Daily capacity 600— 700 t.

Beet Sugar Factory
Usak (Turkey). Daily
capacity 800—1000 t.
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v AROCCO

73%’=:gar Refinery, Casablanca. Daily capacity 250 t of refined sugar.

Approved For Release 2002/01/11 : CIA-RDP80-00926A001100050002-4




Approved For Release 2002/01/11 : CIA-RDP80-00926A001100050002-4

ARGENTINA

<

-
-
-
-
-
v
-
-
-
-
-
-
-
-
-
L




Approved For Release 2002/01/11 : CIA-RDP80-00926A001100050002-4

ARGENTINA-BRAZIL

Beet Sugar Factory

Daily capacity 400 t.

Cane Sugar Mil!
Junqueira (Brazil .

Daily capacity 1200 ¢t.
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SanlorenzoiArzentina).
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EUROPEAN COUNTRIES

B eet Sugar Factory
Alagon (Spain).

Daily capacity 500 t.

Beet Sugar Factory
San Rafael (Spain).

Daily capacity1000t, E%
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EUROPEAN COUNTRIES

Bn?t Huge Footo

B wilin iy 0 va
D ow 4. ¥ A
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de¥anze{® Iy um

On v oanac @ 44000
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Beet Sugar Factory
Wissington (England).
Daily capacity 1600 t.

Beet Sugar Factory
d’Este (ltaly).
Daily capacity 700 t.
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Beet Sugar Factory Bondeno
(Italy). Daily capacity 1000 t.
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EUROPE OUN

Beet Sugar Factory and Refinery Molinella (Italy). Daily

Beet Sugar Factory Arqua (ltaly). Daily capacity 400 t.

capacity 1000 ¢ of sugar beet.
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- 'ROPEAN COUNTRIES

Beet Sugar Factory
Antrea (USSR .
iaily capacity 800 t.

Bect Sugar Factory
Marijampole (UJSSR).
Pew?®  Daily capacity 1000-1200,
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EUROPEAN COUNTRIES
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Sugar Factory and Refinery Paven&iai (USSR). Daily capacity 1000 —1200 t of sugar beet.
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‘'JROPEAN COUNTRIES

g

“Jugar Factory
«nd Rafinery Nitra (éSR).
Y2aily capacity 1000-1200 t

suzar heet,

-
&ugar Factory
Harodenka (USSR).
Daiiy capacity 1300 t.
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y EUROPEAN COUNTRIES

v

Beet Sugar Factory
Lujeni (USSR).
Daily capacity 1000 t.

/‘}l im ue

L RTIRC
H
3

Beet Sugar Factory
Livezi (Rumania).
Daily capacity 2000 t.
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E UROPEAN COUNTRIES

Beet Sugar Factory
in Jucica (LISSR).
Daily capacity 2000 ¢
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EUROPEAN
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Sugar Factory Crvenka (Yugoslavia). Daily capacity 1300 —1500 t of sugar beet.
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UROPEAN COUNTRIES

Sugar Factory
Zvolendves (€SR).
Daily capacity
1800 t of sugar beet

ki

#

"

Sugar Factory
Sokolnice (€SR).
Daily capacity

1000 t of sugar beet,
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EUROPEAN COUNTRIES
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Sugar Factory Dobrovice (CSR). Daily capacity 1000—1200 t o'f sugar beet.
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Cane Mill in Course
of Erection.

Cane Mill Station
in Operation.
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Cane Mill Station
inCourse of Erection,

Electric Drive
of a Cane Mill
Station.
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Mﬂ:uum Station
in a Cane Sugar Mill,

Continuous Decanter
Skoda-Passos, Capacity
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Evaporating Station.
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Sulphiting Plant.

Fa‘lter Pre<ses Skoda-Cizel.
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Evaporating Plant.

Evaporating Plant.
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Sugar Beet Flume.

i

nside View of 4 Sugar Factory, ’
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lefusion Battery with Band Conveyor.
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Beet Sugar Factory.
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Skoda-Weston Centrifugals for Crystal Sugar.
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Dissolving Pans.
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. Drying and Filling Hall of a Plant

, for Sugar Loaves,
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Skoda-PziHas Sugar Bar Presses.
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Steel Conveying Belt and Tiltable
Link-Conveyor for Bags.

5y .Y

Conveying Belt with Tiltable Conveyor for Bags, Boxes and Loaves.
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D iesel Engine, Type 85270,
375 HP at 500 r. p. m.

H igh-speed Steam Engine

with Generator.

H orizontal Steam Engine.
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HYDRAULIC

PRESSES
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USES OF HYDRAULIC PRESSES

FORGES

RAILWAY WORKSHOPS

LOCOMOTIVE AND SHEET IRON

WORKSHOPS

MECHANICAL WORKSHOPS

AMMUNITION FACTORIES

RUBBER FACTORIES AND

THE LIKE

CABLE FACTORIES

BAKELITE FACTORIES

VARIOUS WORKSHOPS

for rough and finishing forging as well as for

drop forging and breaking of material.

producing wheels, disc, buffers, hooks, wheel-
tyres, bearing springs, etc. for pressing on and
off wagon wheels, for making and testing of

buffers and bearing springs.

for bending, flanging, straightening, cutting

and riveting of sheet iron articles.

for adjusting various articles and for mounting
(pressing on) or assembling of machine compo-

nents, etc.

for punching and drawing, moulding of ex-

plosives, testing etc.

for vulcanizing rubber belts, rubber shoes,

automobile tyres, etc.

for applying lead sheaths to cables.

manufacturing electric installation materials,

cooking utensils, decorative articles, etc.

for pressing tobacco, cotton, textile material
and for packing of sal ammoniac, soot and metal
chips, for the production of veneer, etc.

for pressing oil from seeds

for pressing naphtalene, meat extracts,
chocolate, dough products, etc.,

for the manufacture of electrodes, lead mines,

carborundum grinding wheel, etc.
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3000 t hydraulic

dressing press,

2840 Ibs sq_ in

(200 atm),

1002-4
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torging a crane hook.
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Forging a high-pressure vessel.

7
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YEAR OF MANUFACTURE 1872

TheSkoda Works figure among the oldest engineering factories of Europe.
As early as in the second half of the last century they tosk up the
manufacture of hydraulic machines.

The first hydraulic presses built by the Skoda Works in the vear 1872
were fourcolumn machines with lower working press cylinder. The
return movement of the plunger was effected by its own weicrht.
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THE FIRST SKODA HYDRAULIC SLEWING CRANE built about 1880.
The crane was equipped with a slewing arm and a plunger inserted
in the crane cylinder. The upward movement was performed by
means of low-pressure water. The load suspended in a crab of the

jib arm was moved by hand.

v The oldest Skoda hydraulic crane in a sea harbour.
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YEAR OF MANUFACTURE 1905 =

o
hoshe

The oldest design of Skoda pressure purps.

Horizontal pumps with 4 plungers.
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Vertical pump with 8 plungers.
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S -
CHEME OF A FORGING PRESS .
E=2
k.
The plant consists of
»
A hydraulic forging press 3> ! °
B main control [ I W— [ @
| = b ) -——3
C auxiliary control I ! A | X Wil &
D - charging air vessel ‘ ,% : ‘ ~\({ T H -—
E piston-less compressed air accumulator ' B - 1
F  photo-cell control of the accumulator "T H 4 l
G - air compressor | ' ‘ :
H - horizontal pressure pump i ’ [ : I | | } j |
: 1 | ' i

~ suction water tank

'ﬁ/
i
gq\o;sg*ﬁen 2)® 2 2 92 0 9 g
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Steam hydraulic forging press, 1000 t.

Universal hydraulic forging press.
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Hydraulic presses 350 and 600 t.
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Hydraulic testing press for bearing springs. .
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Hydraulic press for pressing on and off railway wheels.
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HYDRAULIC SHEET IRON PRESSES

Three-stage hydraulic sheet iron press.
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Hydraulic edging press for boiler bottoms
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Hydraulic press for boiler bottoms (edging press).

Hydraulic press (C-shape) for bending and
straightening sheet iron.
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Special hydraulic sheet iron shears.

Hydraulic press for bending and straightening of sheet iron.
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Vertical sheet iron shears.
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machine for marine boilers.
machine for boiler sheils and

Stationary hydraul
Stationary hydraul

bottoms.
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HORIZONTAL HYDRAULIC PRESSES
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Horizontal hydraulic drawing press. b
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ASSEMBLING AND STRAIGHTENING PRESSES]
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'FOR MECHANICAL WORKSHOPS
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Hydraulic assembling press.
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Hydraulic drawing press with welded frame.

L3
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Hydraulic drawing presses for hollow i

articles.
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Hydraulic drawing press for hollow articles

(three-column design).
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Hydraulic vulcanizing press with stretching equipment for rubber bands. [ ]

VULCANIZING PRESSES

e %0

Hydraulic vulcanizing press for rubber carpets.

»
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Hydraulic single-stage press
with heated and cooled plates.
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BAKELITE PRESSES
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Group of bakelite presses.
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Hydraulic press for wireless casings of bakelite.
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Hydraulic stamping press for the manufacture of press moulds and press toois for bakelite presses. Pressura 5600 t,
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Pressing-moulds and product,
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PRODUCTS OF BAKELITE
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Hydraulic graphite press

mines.

HYDRAULIC PRESSES '
FOR PLASTIC AND LOOSE MATERIALS )
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Hydraulic press for forming loose materials.
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500 t - hydraulic press for loose materials. 250 - hydraulic press for loose materials.
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CABLE LEAD
SHEATHING PRESSES
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100 ¢ - hydraulic presses for loose materials

80 t - hydraulic presses for loose materials.
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PACKING PRESSES
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Hydraulic press for manufacturing and packing of paper.




shears forc hip crushing.

Automatic hydraulic

CIA-RDP80-00926A001100050002-4

Hydraulic press for sheet iron waste and iron chips (open).
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Hydraulic press for testing hollow bodies. Hydraulic testing device for boilers, machine components,

fittings etc by apressure of up to 17,000 Ibs sq. in. (1200 Atm)
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Pressure transmittor working with -

gas or liquid pressure up to 71,000 Ibs ;
sq. in, (5000 atm.j

of pressure water of 12,800 Ibs sq. in. (900 atm.)



Approved For,

Hydraulic die-casting metal press,

Hydraulic punching press.
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Hydraulic press for paper products.

Approved For Release 2002/01/11 : CIA-RDP80-00926A001100050002-4




.

Group of hydraulic vegetable oil presses.




Hydrautlic marking press,
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Hydraulic press with C-frame,

Vertical press with lower

Vertical press with upper

press cylinder.

press cylinder.

B

Control valve combined of a spindle

Control valve in spindle design.

Control valve, designed as

return valve,

valve with a non-

a double flap valve.
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Hydraulic control of a forging press.

Central control gear with 16 valves for 8 hydraulic press cylinders

controlling continuous operation. R. H. central stroke indicator.
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Horizontal hydraulic press.

HYDRAULIC CONTROL VALVE

GEARS FOR PRESS CYLINDERS

Valve for charging the press cylinder
with low-pressure water during the

no-load movement of the press plunger.

Control gears with separate levers for the

control of pressure stage size.
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Charging air vessel with

fittings.
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Automatic overflow valves for air vessels,
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Control platform of a special

3000t hydraulic press.
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Approved H

Hydraulic control of a sheet-ircn press.
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ACCUMULATORS

The first accumulators were equipped with plungers or differential pistons lcaded by cast
iron or concrete weights. Later on the loading of accumulators was done by compressed
air actuating their differential pistons. The first compressed air accumulators were built by

the Skoda Works about the year 1900.

As early as in 1915 the Skoda Works took up the manufacture of air-loaded accumulators with

differential pistons. These had a capacity
of service water of 220 galls. (1000 lit.) at 2840
lbs sq. in. and 1000 lbs sq. in. (70 at.) air

pressure.

Design of an accumulator with Two hydraulic weight-loaded

differential pi&on and loading accumulators with plungers

weight.

; loaded by cast-iron weights.
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CIA-RDP80-00926A001100056@08sH-pressure closing valves,
of3/16”,2” and 7" (6,50 and 175 mm)
inside dia.

Approved For Release 2002/01/11 :

Hydraulic presses actuated by pressure
water from an accumulator are provided
in the intake piping in front of the govern-
ing devices with closing pressure valves,
which in the case of a breakdown shut off
the machine. These valves are manufac-
tured by the Skoda Works for inside dia-
meters up to 77 (175 mm) and pressures

from 2840 lbs sq. in. (200 at) upwards.
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The latest air accumulators are the so-called piston-less accumulators. They are
built for any quantity of pressure water and are provided witl the latest auto-
matic device serving for governing the pumps. The impulsive switching on and
off equipment for pumps employed in the original accumulators were devised
as sensitive slide controls, the function of which was derived from the change
of pressure. The latest accumulators Skoda-Nesnidal. pat.No 61430 are provided

with photo-cell control.
The accumulator consists of the following components:

Pressure bottles A,, A,, Hydraulic switching on and off device

Water level indicator B, provided with E for the pump

photo-cells C,, C., C, Minimum valve F,
Electro-magnetic hydraulic controllers  Safety valve G,
D, D, Other fittings.

The pressure bottles are thick-walled cylindrical vessels either forged or ma-
chined or rolled of steel. The bottoms of the pressure bottles are made in special
presses. The pressure bottle A, is filled partly with water and partly with pres-
sureair, whichlatter is contained also inthe other bottles A ., A etc. Water pressure
and air pressure are equal. Charging of the accumulators with compressed
air is carried out only when starting operation by means of « high-pressure
compressor.

The water level indicator B is attached to the water bottle A by means of valves
and piping; the water level indicator effects switching of the pumps

Detailed scheme of the water level indicator is shown in Fig. 1. In the casing
of the water level indicator Btwo glass liners K are built in and tightencd on their
periphery against a water pressure of 2840 lbs s3.in. (200 at ) by rmeans of leather
collars. Atone side of the body the lighting device H withbulb b are arranged. The
light passes through the lens ¢ and the glass liners K, thus inciung the photo-
cell f, which latter is placed in the housing C on the opposite side of the casing.
The influence of iight produces in the phoio-element a very low 2lsctric current
used for releasing a double switch. By means of a stronger curre nt governed by
a double switch. another cortrol switch of the magnetos D o1 D_is actuated.,
thus effecting the reverse of the electromagnetic hydraulic cont: ol.

Fig. Il shows a dismantled box with photo-elements.

The light effect upon the photo-element is controiied by float p, ;-lacad betwecn
the glass liners k.

In accordance with the change of the water level in the accumulator pressurc
bottle with which the irdicator is connected, the float vises or drops. thus cont: olling the liuht effect upon the: phote.
clement. The hydraulic controllers bring pressure water to the spening and closing device E and 'o the minimum valve F. 1
which the pressure water, in accordance with the instantaneous accumulater loading performs the c¢lesing or opening of the
valves. The switching on and off device E is attached to the piping J of the pressure pump. which latter supplies the
accumulator through the valve K, while the valve L is closed.

Whenthe water levelinthe accumulator reaches a certain level. the float p.together with the photo-element C. performs switch
ing off of the magnet D,, thus reversing the hydraulic controller, whereupon above the valve L the discharge of water and the
opening of the valve is effected. Water supplied by the pump s then led under no-pressure through the piving M to the
water tank.

When certain small quantities of pressure water are drawn out fzom the accumulator, the photo-cell in €. causes switching on
of the magnet E and closing of the valve L, the pressure pump supplying pressure water inte the accumulater bottle. The
minimum valve F is built into the piping betwecen the pumyp and the accumulator and is connected with the piping N, through
which pressure water is brought to the presses. During operaticn the valve 0 is constantly opened and float p . is at its top po-
sition. Sheuld it happen that all useful pressure water would suddrnly be consumed and the water level at the same time would
drop to its minimum mark, the aforementioned float and the photo-cell in €, switch over the ragnet D and the valve O is
forcedly closed, thus preventing further discharge from the accumulator. The accumulator plant s in addition equipped

with safety valve G. In case of a breakdown, which may cause ei:her an abnormal rise or drop of pressure, the accumulator is

provided with a Ny EHGEH FOFRENESe 2002/01/99 < CH:-RDP80-00926/A001100050002-4
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Scheme andillustration of an accumulator
with piston and compressed air loading,
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Hydraulic piston-less compressed air accumulator 2840 ibs
sq. in, (200 at.), useful contents abt. 4'5 gali. (20 1) with

photo-cell control of pumps.

Hydraulic piston-less compressed air accu-
mulator 2840 Ibs sq. in. (200 at.), useful con-
tents abt. 130 gall. (600 I) with photo-cell

contrcl of pumps.

Hydraulic piston-less compressed air accu-
DPBU-GYd2EAb 1 d0b8boD2 4" <™
tents abt. 18 gail. (80 1) with photo-cell

control of pumps.
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Plunger pumps are driven either directly or over a gearing by means of electric motors. In case
of smaller plants use is occasionally made of belt-drive. The Skoda Works build pressure pumgs
both for manual or mechanical drive of vertical design for outputs up to 100 HP and of horizonta;
design for any required pressure and output. The Skoda Works manufacture pumps with 2, 3, 4.
or 6 plungers driven by belts (smaller plants) or directly by electric motors over gear-wheels.

In large pumping plants the gearings are housed in a special casing.

Pumps for manual drive.

1100050002-4

Horizontal pressure pump with 3 plun-

gers, 310 Hp, 2840 Ibs sg in (200 a+\
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Vertical pressure pump with

&
-

\

3 plungers for 2840 I1bssq.in.
(200 at.), abt, 3 gall (121) per

min. withdirect electricdrive.
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Portable vertical pressure pump with 3 plungers driven by a combustion engine.

Four pressure pumps with 6 plungers each, 5680 |bs sq.in. (400 at), abt.20 gall, (851) per min. with direct electric drive.
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COMPRESSORS

High-pressure air compressors for
charging air-loaded hydraulic

accumulators.

272121

Vertical compressor
abt. 2100 cu. ft. (60 cu
Oowbéear hour, air pres-
sure 2840 ibs sq. in.
(200 at)
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abt. 220 gall {1000 |) per min. with circulating pressure lubrication.

Hydraulic fittings and electro-magnetic control
devices of a piston-less compressed air accumula-

tor for pump control,
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Assembling hall for hydraulic presses.
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Vertical four-stage compressor, output abt. 6000 cu.
ft. (170 cu m). per hour 2840 Ibs sq. in (200 at) with

electric drive over a gear-box.

Vertical three-stage
compressor, output

abt 700 cu. ft. (20cu. . ) " .
m_)%prp‘rovgaﬁgsr Release 2002/01/11 : CIA-RD g-00926
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The first-class workmanship together with the latest
designs developed by research work and practical
tests, ensure for the Skoda Works an extensive activity
in thebuildingofhydraulicpresses. Numeroushydrau-
lic pressing plants suppliedto variousindustrialunder-
takings give an impressive proof of their working
efficiency. The Skoda Works not only build complete
presses and their accessories, but also supply cast-
ings and forgings of individual components of hyd-

raulic presses for all working capacities and weighs.

Hydraulic press frame loaded

on a railway wagon,
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